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Folding Wheasel 


178 Shipping parts all in one box 


Description Qty Drawing Hardware List 


A 1/2” Socket Screw 4EA 
P-1 Leg Frame 2 EA 

B Flat Washers 4EA 

C 1” Socket Screw 10 EA 


P-2 Writting Surface 2 EA ò 
D E 3/4” Interior hreaded post 10 EA 


E (da) 2” Locking Casters 4 EA 


P-3 Top Tray 1 EA BED bak DN Allen Wrench 2 EA 
G << Caster Wrench 1 EA 


P-4 Top Connecter 2 EA H (ole Plastic Hook TER 


P-5 Side Hinge 2 EA 


Should you require assistance 
düring assembly, please call our 
Customer Service Department 
Monday - Friday 8 a.m. - 5 p.m. 


Central Standard Time 
Toll-Free Customer Service 


1-866-886-6935 


Folding Wheasel 


Assembly Diagram 
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READ THROUGH INSTRUCTIONS FROM BEGINNING TO 
END BEFORE STARTING TO ASSEMBLE UNIT. 
To Assemble: 


_ Identify and Separate all the 


Parts and Hardware. 


_ Over lap Leg Frames (P-1) on the top, as shown 


in Illustration 4 1A and Top Connecters (P-4) 
over top portion and run 1” Socket Screw (C) 
through the Top Connecter (P-4) and Leg Frames 
(P-1). Use 1” Interior Threaded Post (D) and 
tighten with Allen Wrench (F), as shown in 
illustration # 1B. 


oe | illustration # 1B 


illustration # 1 


A ES, 


Missing Parts or UPS Damaged Parts 
For Your Convenience you can 
EMAIL us at 


boards@bestrite.com 
24HOURS 7 DAYS AWEEK 


3. Place the Side Hinges (P-5) on the inside of the Leg Frames (P-1). 
Flat Washers (B) in between the Side hinge (P-5) and Legs frame (P- 
1) fasten them by using 1/2” Socket Screws (A) Tighten by using 
Allen wrench (F), as shown in illustration # 2. 


illustration # 2 


Do not use unless all screws are tight. At least every six months, check all screws 
to be sure they are tight. If parts are missing, broken, damaged, or worn, stop use 
of the product until repairs are made by your dealer using factory authorized parts. 


4. Install Writting surface (P-2) one at a 
time by using Socket Screws (C) and 
Threaded Post (D). Tighten with using 
Allen Wrench (F), as shown in illustration 
# 3. 


illustration # 3 


Illustration # 4 


5. Install casters(E) by using g / 
Caster Wrench (G). See 
illustration # 4. 7 
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6. Place Top Tray (P-3) by tilting it sideways and laying it flat 
over the side hinges (P-5). See illustration # SA and #5B. 


Illustration # 5A illustration # 5B 


runs 
“al A | 7. To install the Plastic Hooks (H) On 
E wi j- emp both Writting Surfaces (P-2) as shown 
f EN on illustration #6 please fallow steps 


illustration #6 


g Peel the paper off from the back of adhesive 


pad on Plastic Chart Support (H). 
(See Illustration + 6-A) 


Insert the 2 pins on the backside of the 
Chart Support (H) through the holes in 
the markerboard (P-2), as shown in 
illustration # 6-B. 
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10. Firmly press the Plastic Chart Support 
(H) to the Writting surfaces (P-2). 


8, 9 and 10. 


Adhesive 


Illustration # 6-B 
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